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FEATURE 
User friendly direct emulsion for graphics printing 
 
COMPATIBLE WITH 
Solvent based, and Plastisol ink 
 
PERFOMANCE PROPERTIES 

 Very fast exposing 
 Excellent image resolution, half-tone and line art for graphics printing  
 Very easy and fast image development 
 Strong stencil producing many prints with graphics ink 
 Very easy de-coating after printing 
 Bichromate sensitizer is needed. 

 
PROPERTIES 

 Appearance: Green 
 Viscosity – 6000 cps 
 Exposure: fast 
 Shelf life – At least one year at room temp. and in original container without bichromate 

sensitizer. 
 
INSTRUCTIONS 

 Work under subdued light condition or under yellow lights and add 90 grams of 
bichromate solution (10% solution)  to 1 kg package of Sonakote. Mix with spatula until 
the bichromate solution is well mixed in. Let the emulsion sit for 30 min to an hour to 
remove air bubbles 
 

DEGREASE  
With Shebro Mesh Prep degreaser, work up a lather on both sides of the mesh with a brush. 
Wash the screen and frame thoroughly with water. 
 
COAT 
Slowly apply first coat to the print side. Then coat the squeegee side once and dry. If a 
thicker stencil is needed, coat once more on the print side and dry and repeat the process as 
needed. 
 
DRY 
Thoroughly dry the screen in a horizontal position, print side down, using a totally dark, 
clean drying cabinet. Temperatures should not exceed 110°F (43°C) and do not over-dry. 



 
 
 
EXPOSE 
Place a photopositive, printed-side up on exposure unit glass, place the dry screen on top of 
the photopositive, and make sure that the contact between the photopositive and the print 
side of the screen is very tight and intimate. Correct exposure time is dependent upon type 
of exposure lamp used,  mesh count used and coating deposit. It is highly recommended that 
correct exposure time is determined by test exposures or by an exposure calculator. 
 
DEVELOP 
Gently spray both sides of screen with lukewarm water, wait 30 seconds then gently wash 
print side of the screen until the image is fully open. Rinse both sides thoroughly. 
Dry completely. 
 
De-coating after printing 
Remove all ink residue from printing completely. Apply Shebro Decoater Gel to both sides 
of the screen using a soft nylon bristle scrub brush. Scrub both sides of the screen and let it 
dissolve the emulsion. Wash the entire screen on both sides with some pressure. Apply more 
de-coater  if needed. Do not let the de-coater  dry on the screen. Always keep the stencil wet 
until the emulsion is completely removed from the mesh. 
 
STORAGE & HANDLING  
Protect from light including direct sunlight. Store at moderate temperatures in a dry, well 
ventilated area. Keep containers tightly closed. Use of hand gloves is recommended. 
 
SAFETY AND HANDLING 
After bichromate sensitizer is added to emulsion, use plastic gloves and safety eye-ware for 
protection. Refer to MSDS for more details. 

 
PACKING  : 200gm / 400gm / 900gm   

 
PRECAUTION : Avoid contact with skin and eyes. 

 
* Read & understand the Material safety data sheet prior to the usage of product. The 
information provided in this product information capsule is to be used only as a guide. It 
does not imply and liability and shall not be binding upon the company. The supplier 
declines any responsibility for incorrect use of these products which are manufactured and 
sold for industrial use only. 
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